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Primata II
Continuous row system for easy 
and quick tool-free installation

1.�	After the suspension element 
is fixed to the ceiling (wire 
suspension shown on this 
example), the trunking simply 
snaps onto the brackets.

2.	�Just a simple push and the 
pre-wired trunking is securely 
installed. Tool-free electrical 
and mechanical connection 
has been made between 
trunkings, due to its patented 
connector system.

3.	�Convenient phase selection 
inside the luminaire.

4.	�Easy positioning and tool-free 
installation of the luminaire.

5.	�Electrical and mechanical 
connection by one single 
operation – just rotating the 
turnbuckle.

6.	�Optics can now be installed 
via a simple snap-on 
mechanism.

7.	�Just press the optic towards the 
system and the spring-loaded 
fixation mechanism retains it 
immediately.

8.	�After attaching reflector end 
caps and couplers are put on, 
lamps can be fitted.

9.	�Various louvres or optics can 
be conveniently added without 
the use of any tools.

10.�Congratulations – you have 
just completed your first 
Primata II installation!.

1

2

3 4 5

6 7 8

9 10

Each component of a Primata II 
installation is pre-built in the 
factory. Work on site is simply 
a matter of snapping the 
modules together. Untrained 
personnel can do this using their 
two-hands. No tools are required 
and rates of installation and 
productivity are impressive.
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Primata II  
Electrical configuration

Electrical safety  
Primata II uses dedicated 
connectors to achieve perfect 
electrical connections with 
optimum safety. There are 
no complicated electrical 
connections and no terminal 
blocks between luminaires 
and wiring. The turnbuckle 
mechanism ensures that once 
a connection is made, it 
stays secure.

Standards  
Designed and manufactured 
to comply with as/nzs 60598
	 Class I electrical 
IP20 
IP40 with IP40 kit  
	 IP60 Industrial fitting 

L1 

L2 

L3 

N 

E 

LUMINAIRE HF

D1

D2

L1

L2

L3

N

E

LUMINAIRE
HFD

5-pole  
5-poles configured for three-
phase operation: Primata II 
supports ‘load sharing’ to 
triple the maximum length of 
a continuous run, compared 
to standard single-phase 
environments. This is possible 
because each phase can be 
used to maximum loading. In 
addition, Primata II provides 
separate circuits which can be 
switched independently for very 
basic lighting control.

7-pole  
7-poles configured for three-
phase operation: Primata II 
enhances 5-pole capabilities 
by supporting additional 
dimming(HFD). Emergency 
lighting options are available 
on special request.

*Electrical connection to the system if phase 2 or 3 selected
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Primata II Brackets 
and Suspension

Flexible and versatile continuous 
row lighting system for 
commercial and industrial 
applications

Fixing brackets

•	All fixing brackets attach  
tool-free to the trunking via 
a snap-on mechanism and 
a common stainless-steel  
quick-fix bracket

•	Direct ceiling installation

•	Caddy clip bracket for 
fastening on exposed ceiling 
carrier systems of  
24mm - 26mm 

•	Chain suspension brackets, 
adjustable (FIX/CHA) and non 
adjustable triangle (FIX/CH) 
and galvanised suspension 
chain (CH) which is supplied 
in metres

•	Maximum distance between 
suspension brackets is 
2.5 metres

•	Chain suspension brackets for 
angled installation, to allow 
axial rotation

•	Wire suspension kits in three 
different lengths for tool-free 
height adjustment via clutch 
mechanism

•	Catenary wire suspension 
for catenary wires up to 
12mm diameter 

Specification  
To specify state:  
Fixing bracket for trunking 
systems. 
As Thorn Primata II.

Direct ceiling installation Caddy clip

Adjustable chain suspensionChain suspension bracket

Suspension chain (per metre)

Wire suspension kit Catenary wire suspension

Bracket for angled installation

Brackets and Suspension Ordering Guide
Description SAP Code
Direct Ceiling Installation Clip
PR2 FIX 96502601
Caddy Clip
PR2 FIX/CAD 96502602
Chain suspension
PR2 FIX/CH Chain suspension bracket 96502603
PR2 FIX/CHA Adjustable chain suspension bracket 96502604
PR2 CH Suspension chain (per metre) 96502605
PR2 FIX/CHRA Bracket for angled installation (for axial rotation) 96502606
Wire suspension kits
PR2 MSW1 1000 1m wire suspension 96502607
PR2 MSW1 2000 2m wire suspension 96502608
PR2 MSW1 5000 5m wire suspension 96502609
Catenary wire suspension
PR2 FIX/CAT* 96502610
*For catenary wires up to 12mm diameter
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Trunking

Flexible and versatile continuous row 
lighting system for commercial and 
industrial applications

51

60

1175/2350/3525
1475/2950/4425

51

60

1226/2452/3678
1526/3052/4578

Pre-wired trunking 
•	�Pre-wired trunking with  

5 or 7-pole wiring integrated

•	Wires in 2.5mm2

•	�Electrical connection points 
in modular distance for 
36/58/28/54 or 35/49/80W

•	�Tool-free connection with  
unique connector (trunking 
coupler to be ordered 
separately)

Pre-wired Trunking Ordering Guide
Description Wt (kg) SAP Code
5-pole
Modular length for 1 fitting
PR2 T TW 1226 5X2,5/36 1.8 96502611
PR2 T TW 1526 5X2,5/58 2.2 96502612
PR2 T TW 1175 5X2,5/28/54 1.8 96502613
PR2 T TW 1475 5X2,5/35/49/80 2.2 96502614
Modular length for 2 fittings
PR2 T TW 2452 5X2,5/36 3 96502623
PR2 T TW 3052 5X2,5/58 3.8 96502624
PR2 T TW 2350 5X2,5/28/54 3 96502625
PR2 T TW 2950 5X2,5/35/49/80 3.8 96502626 
Modular length for 3 fittings
PR2 T TW 3678 5X2,5/36 4.2 96502635
PR2 T TW 4578 5X2,5/58 5.4 96502636
PR2 T TW 3525 5X2,5/28/54 4.2 96502637
PR2 T TW 4425 5X2,5/35/49/80 5.4 96502638
7-Pole
Modular length for 1 fitting
PR2 T TW 1226 7X2,5/36 2.05 96502615
PR2 T TW 1526 7X2,5/58 2.5 96502616
PR2 T TW 1175 7X2,5/28/54 2.05 96502617
PR2 T TW 1475 7X2,5/35/49/80 2.5 96502618
Modular length for 2 fittings
PR2 T TW 2452 7X2,5/36 3.5 96502627
PR2 T TW 3052 7X2,5/58 4.4 96502628
PR2 T TW 2350 7X2,5/28/54 3.5 96502629
PR2 T TW 2950 7X2,5/35/49/80 4.4 96502630
Modular length for 3 fittings
PR2 T TW 3678 7X2,5/36 4.95 96502639
PR2 T TW 4578 7X2,5/58 6.3 96502640
PR2 T TW 3525 7X2,5/28/54 4.95 96502641
PR2 T TW 4425 7X2,5/35/49/80 6.3 96502642

Materials/Finish
Trunking: roll-formed sheet steel 
pre-painted white.

Installation/Mounting
Trunking prepared for easy 
mechanical and electrical 
connection.

Specification
To specify state:  
5 or 7-pole, 2.5mm2, 
pre-wired trunking with 
electrical connection points 
in modular distance for 
use with trunking system. 
As Thorn Primata II T TW.

Un-wired trunking 
•	�Un-wired trunking for installing 

other Primata II accessories 
or different luminaires

•	�Tool-free connection with 
unique connector (to 
be ordered separately)

Specification  
To specify state:  
Unwired trunking.  
As Thorn Primata II T.

Un-wired Trunking Ordering Guide
(For complete luminaire follow ordering steps 1-5)

T16 trunking

T26 trunking

Description Wt (kg) SAP Code
PR2 T 1526 1.6 96502651
PR2 T 3052 3.2 96502652
PR2 T 4578 4.8 96502653
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Primata II Trunking 
accessories

58

300

86

58

243

399

86

58

243

243

58

86

399

399

Cover strip

•	Plastic cover strip in luminaire length to allow modular  
installation on pre-wired trunking (gaps in luminaires)

•	Tool-free and easy assembling

Specification  
To specify state: Plastic cover strip in modular length. 
As Thorn Primata II CF.

Trunking end cap

•	White plastic end caps for trunking ends to provide neat 
appearance and perfect alignment

•	Tool-free and easy assembling

•	Knock-out holes for cable entry

Specification  
To specify state: Plastic end-cap for trunking system. 
As Thorn Primata II ECP.

Trunking couplers

•	Coupler for mechanical tool-free connection of trunking

•	90° L, T and X couplers for mechanical tool-free 
connection of trunking

Materials/Finish  
Coupler: galvanised steel with plastic cover (L, T and X only).

Installation/Mounting  
Couplers for mechanical connection of trunking without the use 
of any tools.

Specification  
To specify state: Trunking coupler (or L, T, X coupler) 
for trunking system.  
As Thorn Primata II T-C (L, T, X).

Note: When ordering the L, T and X coupler together with reflectors 
and optics, then you must order the relevant trunking coupler kit, 
please see ordering guide on page 314.

Grommet

•	Rubber grommet to use on knock-outs at the back  
of the trunking to protect cable

Specification  
To specify state: Rubber grommet for trunking system. 
As Thorn Primata II GRM.
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58

243

450

86

Mains terminal – Electrical feed

•	Power feed for electrical connection for  
5 and 7-pole pre-wired trunking

•	Plug-in terminals for mains power supply,  
dimming and emergency

•	For 5-pole or 7-pole in conjunction with 
dimming, use PR2 TB/TRU 5/7 DIM

•	For 7-pole in conjunction with emergency use  
PR2 TB/TRU 5/7 EM

Specification  
To specify state: Electrical feed for 5 and 7-pole  
pre-wired trunking for trunking systems.  
As Thorn Primata II TB/TRU.

Cable Fixings

•	Cable cleat to fix additional internal wiring (CC)

•	Cable clip to secure additional cables on top  
of the trunking (TCC)

Ordering Guide 
Description Wt (Kg) SAP Code
Trunking Couplers
PR2 T-C TRUNKING COUPLER 0.3 96502654
PR2 T-CL L CONNECTOR 0.5 96502655
PR2 T-CT T CONNECTOR 0.7 96502656
PR2 T-CX X CONNECTOR 0.7 96502657
Trunking Endcaps
PR2 ECP - 96502664
Grommet
PR2 GRM - 96502663
Cover Strip
PR2 CF 36 0.2 96502643
PR2 CF 58 0.2 96502665
PR2 CF 28/54 0.2 96502645
PR2 CF 35/49/80 0.2 96502666
Mains terminal block for 5 and 7-pole
PR2 TB/TRU 5/7 DIM - 96502658
PR2 TB/TRU 5/7 EM - 96502660
Cable fixings
PR2 CC CABLE CLEAT (INSIDE TRUNKING) - 96502661
PR2 TCC CABLE CLIP (ON TOP OF TRUNKING) - 96502662

Description Wt (Kg) SAP Code
Trunking Coupler Kits
PR2 T-CL KIT TRUNKING L COUPLER KIT - 96233756
PR2 T-CT KIT TRUNKING T COUPLER KIT - 96233757
PR2 T-CX KIT TRUNKING X COUPLER KIT - 96233758

TCC

CC
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Primata II T16 (T5) 
Luminaires

Description ILCOS Code Socket Wt (Kg) SAP Code
High Frequency
PR2 1/28W T16 HF FDH G5 0.9 96502704
PR2 1/35W T16 HF FDH G5 1 96502705
PR2 1/49W T16 HF FDH G5 1 96502706
PR2 1/54W T16 HF FDH G5 1 96502707
PR2 1/80W T16 HF FDH G5 1.1 96502708
PR2 2/28W T16 HF FDH G5 1.1 96502709
PR2 2/35W T16 HF FDH G5 1.2 96502710
PR2 2/54W T16 HF FDH G5 1.1 96502711
PR2 2/49W T16 HF FDH G5 1.2 96502712
PR2 2/80W T16 HF FDH G5 1.2 96502713
High Frequency Dimmable
PR2 1/28W T16 HFD FDH G5 1 96502732
PR2 1/35W T16 HFD FDH G5 1.1 96502733
PR2 1/49W T16 HFD FDH G5 1.1 96502734
PR2 1/54W T16 HFD FDH G5 1.1 96502735
PR2 1/80W T16 HFD FDH G5 1.2 96502736
PR2 2/28W T16 HFD FDH G5 1.2 96502737
PR2 2/35W T16 HFD FDH G5 1.3 96502738
PR2 2/54W T16 HFD FDH G5 1.2 96502739
PR2 2/49W T16 HFD FDH G5 1.3 96502740
PR2 2/80W T16 HFD FDH G5 1.3 96502741

42 9 16

60

T16 single/twin luminaire
T16 (T5) twin luminaire

T16 (T5) single luminaire
T16 (T5) Luminaire Ordering Guide Lamp(s) to be ordered 
separately.

•	Available in single and twin 
lamp (narrow) versions, where 
both versions can mostly use 
the same optic

•	High-frequency ballasts

•	Modular design accommodates 
options for lighting 
management and emergency 
lighting (optional)

•	Simple phase selection for 
power supply and dimming 
circuits

•	Tool-free installation

•	Thorn turnbuckles ensure 
electrical and mechanical 
connection in one step

•	Emergency options available 
on request

Materials/Finish  
Body: pre-painted white 
roll-formed sheet steel. 
Lamp holder: injection moulded 
white plastic. 

Installation/Mounting  
Luminaire prepared for easy 
installation into pre-wired 
trunking, luminaire attaches 
to trunking by two turnbuckles, 
providing instant electrical 
connection via fixed plug and 
socket system, phase selection at 
connector, optics easily clipped 
onto luminaire if required.

Specification  
To specify state:  
Single or twin (narrow) 28-80W 
T16 (T5) linear fluorescent 
luminaire for use with  
5 or 7-pole Primata 
trunking system and optics. 
As Thorn Primata II T16 (T5) 
luminaire.

T16 (FDH) G5 28-80W
 AS/NZS60598       Class I electrical

HF - High Frequency, HFD - High Frequency Dimmable
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Primata II T26 (T8) 
Luminaires

53

60 136

53

•	Single and twin lamp 
versions – can be used with 
dedicated optics 

•	High-frequency ballasts

•	Modular design accommodates 
options for lighting 
management and emergency 
lighting (optional)

•	Simple phase selection for 
power supply and dimming 
circuits

•	Tool-free installation

•	Thorn turnbuckles ensure 
electrical and mechanical 
connection in one step

•	Emergency options available 
on request

Description Ilcos Code Socket Wt (Kg) SAP Code
High Frequency
PR2 1/36W T26 HF FD G13 1.2 96502682
PR2 1/58W T26 HF FD G13 1.3 96502683
PR2 2/36W T26 HF FD G13 1.5 96502684
PR2 2/58W T26 HF FD G13 1.7 96502685
High Frequency Dimmable
PR2 1/36W T26 HFD FD G13 1.5 96502694
PR2 1/58W T26 HFD FD G13 1.7 96502695
PR2 2/36W T26 HFD FD G13 1.8 96502696
PR2 2/58W T26 HFD FD G13 2 96502697

T26 (FD) G13 36-58W
 AS/NZS60598       Class I electrical

T26 (T8) twin luminaire
T26 single luminaire T26 twin luminaire

T26 (T8) single luminaire
Luminaires Ordering Guide Lamp(s) to be ordered separately.

Materials/Finish  
Body: roll-formed sheet steel 
pre-painted white. 
Lamp holder: injection moulded 
white plastic. 

Installation/Mounting  
Luminaire prepared for easy 
installation into pre-wired 
trunking. Luminaire attaches to 
trunking by two turnbuckles, 
providing instant electrical 
connection via fixed plug and 
socket. System phase selection at 
connector. Optics easily clipped 
onto luminaire, if required.

Specification  
To specify state:  
Single or twin 36-58W T26 (T8) 
linear fluorescent luminaire 
for use with 5 or 7-pole 
trunking system and optics. 
As Thorn Primata II T26 (T8) 
luminaire.

HF - High Frequency, HFD - High Frequency Dimmable

www.thornlighting.com.au
www.thornlighting.com.au


Lighting people and places

297www.thornlighting.com.au

Primata II White 
reflectors

•	Suitable for T16 (T5) and 
T26 (T8) single and twin 
lamp luminaires 

•	White plastic couplers and 
end caps provide neat 
appearance and perfect 
alignment

•	Ideally suited to low mounting 
in industrial or utility areas 
which require high levels of 
uniform light

•	Asymmetric reflectors for 
illumination of vertical surfaces

Coupler for R and RLW 
•	� White plastic coupler for 

reflector PR2 R and PR2 RLW 
to provide neat appearance 	
and perfect alignment

•	 Simple, tool-free assembly

•	 One pair needed per junction

End cap for R and RLW 
•	� White plastic end cap for 

reflector PR2 R and PR2 RLW 
to provide neat appearance 
and perfect alignment

•	 Simple, tool-free assembly

•	� One pair needed per housing 
or uninterrupted continuous run

End cap for RA 
•	� White plastic end caps for 

reflector PR2 RA to provide 
neat appearance

•	 Simple, tool-free assembly

•	 One pair needed per housing

** (one pair needed per housing or uninterrupted continuous run)

White Reflectors Ordering Guide

Description Wt (kg) SAP Code
White Reflector
For use with single T26 (T8) luminaires
PR2 R 1X36 1.2 96502754
PR2 R 1X58 1.5 96502755
For use with twin T26 (T8) luminaires
PR2 R 2X36 1.7 96502756
PR2 R 2X58 2.1 96502757
For use with single or twin T16 (T5) luminaires
PR2 R 1/2X28/54 1.1 96502758
PR2 R 1/2X35/49/80 1.4 96502759
White Reflector with white louvres
For use with single T26 (T8) luminaires
PR2 RLW 1X36 2.4 96502760
PR2 RLW 1X58 2.9 96502761
For use with twin T26 (T8) luminaires
PR2 RLW 2X36 3.6 96502762
PR2 RLW 2X58 4.5 96502763
For use with single or twin T16 (T5) luminaires
PR2 RLW 1/2X28/54 2.3 96502764
PR2 RLW 1/2X35/49/80 2.8 96502765
Coupler for R and RLW
PR2 R-C 1XT26 1/2XT16 Pair 96502844
PR2 R-C 2XT26 Pair 96502845
End Cap for R and RLW
PR2 R-EC 1XT26 1/2XT16 Pair 96502846
PR2 R-EC 2XT26 Pair 96502847
White Asymmetric Reflector
For use with single T26 (T8) luminaires
PR2 RA 1x36 1.4 96502766
PR2 RA 1x58 1.8 96502767
For use with single or twin T16 (T5) versions
PR2 RA 1/2x28/54 1.3 96502768
PR2 RA 1/2x35/49/80 1.7 96502769
End Cap for RA
PR2 RA-EC Pair 96502848

Materials/Finish
Reflector: sheet steel, white 
pre-painted finish.  
End caps and couplers: 
injection moulded white finish.

Installation/Mounting
Unique ‘snap-in’ mechanism 
enables easy tool-free installation 
onto luminaire.  

Specification – white reflector
To specify state:  
White reflector for single or twin 
T16 (T5) and T26 (T8) luminaire 
for use with trunking system. 
As Thorn Primata II R.

Specification – white reflector
with louvre. To specify state:  
White reflector with white 
louvre grille for single or twin 
T16 (T5) and T26 (T8) luminaire 
for use with trunking system. 
As Thorn Primata II RLW.

Specification – asymmetric
reflector. To specify state:  
White asymmetric reflector 
for single/twin T16 (T5) or 
single T26 (T8) luminaire 
for use with trunking system. 
As Thorn Primata II RA.

Couplers for R and RLW

End caps for R and RLW

End caps for RA
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T26 (T8) white reflector, single

T26 (T8) white reflector, twin

T26 (T8) white reflector with white louvre, single

T26 (T8) white reflector with white louvre, twin

T16 (T5) white reflector, single or twin

T16 (T5) white reflector with white louvre, single or twin

T16 (T5) asymmetric white reflector, single or twin

164 

58

51

274 

58

51

170 

80 

51

274 

58

51

58

51

164 

87 

51

87

58

51

164 

87 

51

87 

T26 (T8) asymmetric white reflector, single
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Primata II 
Aluminium  
reflectors

Materials/Finish  
Reflector: roll-formed aluminium 
Mirrorbrite finish.

Installation/Mounting  
Reflector clips easily and tool-
free onto luminaire via stainless 
steel bracket. Reflectors designed 
to overlap, ensuring perfect fit 
and alignment.

Aluminium Reflector Ordering Guide
Description Wt (Kg) SAP Code
Aluminium Reflector Wide Beam
For use with single T26 (T8) luminaires
PR2 WB 1x36 0.6 96502770
PR2 WB 1x58 0.7 96502771
For use with twin T26 (T8) luminaires
PR2 WB 2x36 0.7 96502772
PR2 WB 2x58 0.8 96502773
For use with single or twin T16 (T5) luminaires
PR2 WB 1/2x28/54 0.6 96502774
PR2 WB 1/2x35/49/80 0.7 96502775
Aluminium Reflector Narrow Beam
For use with single T26 (T8) luminaires
PR2 NB 1x36 0.7 96502776
PR2 NB 1x58 0.8 96502777
For use with twin T26 (T8) luminaires
PR2 NB 2x36 0.8 96502778
PR2 NB 2x58 0.9 96502779
For use with single or twin T16 (T5) luminaires
PR2 NB 1/2x28/54 0.7 96502780
PR2 NB 1/2x35/49/80 0.8 96502781
Aluminium Wallwasher
For use with single T26 (T8) luminaires
PR2 WA 1x36 0.6 96502782
PR2 WA 1x58 0.7 96502783
For use with single or twin T16 (T5) luminaires
PR2 WA 1/2x28/54 0.6 96502784
PR2 WA 1/2x35/49/80 0.7 96502785

Specification – wide beam 
To specify state:  
Wide beam Mirrorbrite 
aluminium reflector for single/
twin T16 (T5) and T26 (T8) 
luminaires for use with trunking 
system.  
As Thorn Primata II WB.

Specification – narrow beam 
To specify state:  
Narrow beam Mirrorbrite 
aluminium reflector for single/
twin T16 (T5) and T26 (T8) 
luminaires for use with trunking 
system.  
As Thorn Primata II NB.

Specification – wallwasher 
To specify state:  
Wallwasher Mirrorbrite 
aluminium reflector for single/
twin T16 (T5) and single 
T26 (T8) luminaires for use 
with trunking system. 
As Thorn Primata II WA.

•	Suitable for T16 (T5) and 
T26 (T8) single and twin lamp 
luminaires 

•	One-piece aluminium reflector 
in Mirrorbrite finish provides 
excellent optical control

•	Reflectors overlap to provide 
visually continuous system, 
no need for separate end  
caps or couplers

•	Ideally suited to high mounting 
in industrial and lower retail 
areas with demanding visibility 
requirements

•	Wall washer for uniform 
vertical illumination
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76 

129 

51

78 

239 

51

72 

113 

51

96 

175 

51

92 
50

51

141 215 

110 

51

315 

85 

51

115 

66 

240 

51

T16 (T5) aluminium wide beam reflector, single or twin

T16 (T5) aluminium narrow beam reflector, single or twin

T26 (T8) aluminium wide beam reflector, single

T26 (T8) aluminium wide beam reflector, twin

T26 (T8) aluminium narrow beam reflector, single

T26 (T8) aluminium reflector, wallwasher, single

T26 (T8) aluminium narrow beam reflector, twin

T16 (T5) aluminium reflector, wallwasher, single or twin
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Primata II  
Basic housing with  
mirror optics

Materials/Finish  
Housing: sheet steel, white  
pre-painted.
Integrated reflector: roll-formed 
Satinbrite aluminium. 
End caps and couplers: injection 
moulded white plastic.

Installation/Mounting  
Unique ‘snap-in’ mechanism 
enables easy tool-free installation 
onto luminaire.

•	Suitable for T16 (T5) and/
or T26 (T8) single and 
twin lamp luminaires

•	Choice of wide, asymmetric 
or double-sided asymmetric 
reflectors

•	White plastic couplers and 
end caps available to provide 
neat appearance

•	Ideal solutions for 
supermarkets and hyper-
markets applications and shelf 
lighting

Basic housing with mirror optics Ordering Guide
Description Wt (Kg) SAP Code
Basic housing with wide beam optics
For use with single T26 luminaires
PR2 HWB 1x36 2.5 96502792
PR2 HWB 1x58 3 96502793
For use with twin T26 luminaires
PR2 HWB 2x36 3.4 96502794
PR2 HWB 2x58 4.3 96502795
For use with single or twin T16 luminaires
PR2 HWB 1/2x28/54 2 96502796
PR2 HWB 1/2x35/49/80 2.4 96502797
Basic housing with asymmetric mirror optics (single T26 only)
PR2 HA 1x36 2.5 96502798
PR2 HA 1x58 3 96502799
Basic housing with double sided asymmetric mirror (twin T26 only)
PR2 HAD 2x36 3.4 96502800
PR2 HAD 2x58 4.3 96502801

Specification – wide beam 
To specify state:  
White basic housing with 
integrated wide beam 
Satinbrite aluminium reflector 
for single/twin T16 (T5) 
and T26 (T8) luminaires for 
use with trunking system. 
As Thorn Primata II HWB.

Specification – asymmetric  
To specify state:  
White basic housing with 
integrated asymmetric 
Satinbrite aluminium reflector 
for single T26 (T8) luminaires 
for use with trunking system. 
As Thorn Primata II HA.

Specification – double sided 
asymmetric. To specify state:  
White basic housing with 
integrated double-sided 
asymmetric Satinbrite aluminium 
reflector for twin T26 (T8) 
luminaires for use with trunking 
system. 

As Thorn Primata II HAD.
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T16 (T5) wide beam mirror, single or twin

T26 (T8) wide beam mirror, single

T26 (T8) double sided asymmetric mirror, twin

T26 (T8) wide beam mirror, twin

T26 (T8) asymmetric mirror, single

Coupler for basic 
housing optics

•	�White plastic coupler for 
all basic housing optics to 
provide neat appearance 
and perfect alignment

•	Simple, tool-free assembly

•	One pair needed per junction

End cap for basic 
housing optics 

•	White plastic end caps for 
all basic housing optics to 
provide neat appearance and 
perfect alignment 

•	Tool-free and easy assembling

•	One pair needed per housing 
or uninterrupted continuous run

Description SAP Code
Coupler for all basic housing optics (one pair needed per junction)
For use with single T26 versions
PR2 H-C 1xT26 Pair 96502849
For use with twin T26 versions
PR2 H-C 2xT26 Pair 96502850
For use with single or twin T16 versions
PR2 H-C 1/2xT16 Pair 96502851
Endcaps for all basic housing optics (one pair needed per housing or uninterrupted 
continuous run)
For use with single T26 versions
PR2 H-EC 1xT26 Pair 96502852
For use with twin T26 versions
PR2 H-EC 2xT26 Pair 96502853
For use with single or twin T16 versions
PR2 H-EC 1/2xT16 Pair 96502854

Basic housing accessories Ordering Guide
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Primata II  
Basic housing with  
louvre optics

•	Suitable for T16 (T5) 
and T26 (T8) single and 
twin lamp luminaires

•	Choice of white painted steel, 
perforated white steel or 
Satinbrite aluminium louvres 
to control glare

•	Satinbrite louvres comply with 
guidelines for modern VDT 
screens (depending on the 
wattage used with the optic)

•	White plastic couplers and 
end caps available to provide 
neat appearance

•	Ideally suited to retail, 
commercial and production 
areas with VDT screens 

•	Microperforated versions 
create a more comfortable 
environment with additional 
ambient lighting

Materials/Finish  
Housing: sheet steel, white 
pre-painted with roll-formed 
aluminium reflector inserts.
Louvre: Satinbrite aluminium or 
white painted steel or perforated.
End caps and couplers: injection 
moulded white plastic.

Basic housing with louvre optics Ordering Guide
Description Wt (Kg) SAP Code
Basic housing with Satinbrite louvres
For use with single T26 (T8) luminaires
PR2 HLS 1x36 2.7 96502814
PR2 HLS 1x58 3.4 96502815
For use with twin T26 (T8) luminaires
PR2 HLS 2x36 3.8 96502816
PR2 HLS 2x58 4.6 96502817
For use with single or twin T16 (T5) luminaires
PR2 HLS 1/2x28/54 2 96502818
PR2 HLS 1/2x35/49/80 2.4 96502819
Basic housing with White louvres
For use with single T26 (T8) luminaires
PR2 HLW 1x36 3.2 96502802
PR2 HLW 1x58 4.1 96502803
For use with twin T26 (T8) luminaires
PR2 HLW 2x36 5.4 96502804
PR2 HLW 2x58 6.2 96502805
For use with single or twin T16 (T5) luminaires
PR2 HLW 1/2x28/54 2.5 96502806
PR2 HLW 1/2x35/49/80 2.9 96502807
Perforated basic housing with white perforated louvre
For use with single T26 (T8) luminaires
PR2 HLW PF 1x36 3.1 96502808
PR2 HLW PF 1x58 4 96502809
For use with twin T26 (T8) luminaires
PR2 HLW PF 2x36 5.3 96502810
PR2 HLW PF 2x58 6.1 96502811
For use with single or twin T16 (T5) luminaires
PR2 HLW PF 1/2x28/54 2.4 96502812
PR2 HLW PF 1/2x35/49/80 2.8 96502813

Installation/Mounting  
Unique snap-in mechanism 
enables easy tool-free installation 
onto luminaire.

Specification – satinbrite 
To specify state:  
White basic housing with 
Satinbrite louvre for single/twin 
T16 (T5) and T26 (T8) luminaires 
for use with trunking system. 
As Thorn Primata II HLS. 

Specification – standard 
To specify state:  
White basic housing with white 
painted steel louvre for single/
twin T16 (T5) and T26 (T8) 
luminaires for use with trunking 
system.  
As Thorn Primata II HLW.

Specification – perforated 
To specify state:  
White perforated basic housing 
with white perforated steel 
louvre for single/twin T16 (T5) 
and T26 (T8) luminaires for 
use with trunking system. 
As Thorn Primata II HLW PF.
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T16 (T5) Mirrorbrite louvre, single or twin

T16 (T5) white louvre single

T16 (T5) Satinbrite louvre, single or twin

T26 (T8) Satinbrite louvre twin

T26 (T8) Mirrorbrite louvre single 
T26 Mirrorbrite louvre twin 
T26 white or perforated housing with white or perforated louvre, singleT26 white or 
perforated housing with white or perforated louvre, twin

T16 (T8) perforated and white perforated louvre single or twin

T26 (T8) Satinbrite louvre single
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Primata II  
Optional extras
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1175/1475 - T16
1226/1526 - T26

570/760

Spotlight modules

•	Module with integrated 
three-phase track in modular 
lengths

•	Standard spotlights for 
three-phase track can be 
installed 

•	Simple phase selection 
for power supply

•	Tool-free installation

•	Thorn turnbuckles for one-step 
electrical and mechanical 
connection

Materials/Finish  
Body: pre-painted white 
roll-formed sheet steel, injection 
moulded white plastic end parts.

Installation/Mounting  
Module prepared for easy 
installation into pre-wired 
trunking, unit attaches to 
trunking by two turnbuckles, 
providing instant electrical 
connection via fixed plug and 
socket system, phase selection 
at connector, spotlights to be 
installed as in any standard 
three-phase track system.

Specification  
To specify state:  
Three-phase track module in 
modular lengths, for use on  
5 or 7-pole trunking system. 
As Thorn Primata II TM.

Fixing kit for 
fluorescent fittings

•	Fixing kit for other fluorescent 
fittings on unwired trunking 
(FF)

Wire guard

•	Suitable for T16 (T5) 
and T26 (T8) single and 
twin lamp luminaires

•	Can be hinged for lamp 
replacement

•	For mechanical lamp 
protection – ideal in low 
storage areas

Materials/Finish  
Rods: polished galvanised steel.
Fixing brackets: aluminium.

Installation/Mounting  
Tool-free fixing via two 
aluminium brackets. 

Specification  
To specify state:  
Wire guard made of polished 
galvanised steel for single/twin 
T16 (T5) and T26 (T8) luminaires 
for use with trunking system. 
As Thorn Primata II WG.

Spotlight not supplied

T26 wire guard, single

T26 wire guard, twin

T16 Wire guard, single/twin
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Presence detector module

•	Module with an integrated 
presence detector

•	Switching capacity 1200 - 
2000W

•	Surveillance range: 220°

•	Max Distance: 16 metres

•	6 time stages from 1sec. 
up to approx. 8mins.

•	Tool-free installation

Materials/Finish  
Body: pre-painted white 
roll-formed sheet steel, injection 
moulded white plastic end parts.

Installation/Mounting  
Module prepared for easy 
installation onto trunking, 
electrical connection via 
piano key terminal block.

Specification  
To specify state:  
Presence detection module for 
use on trunking system. 
As Thorn Primata II SLDP.

Industrial unit IP60

•	Complete single or twin 58W 
fitting (no separate luminaire 
needs to be ordered) 

•	High-frequency ballasts

•	Integrated aluminium 
reflector for symmetrical 
or asymmetrical distribution

•	IP60 (dust-tight) protected 
lamp/reflector area to avoid 
a decrease in LOR due to dust

•	Convenient tool-free 
phase selection

•	Plastic cover panel (PC) 
held by galvanised frame

•	One-step electrical and 
mechanical connection 
via external turnbuckle

•	Ideal solution for dusty 
industrial applications 
and automotive industry

Materials/Finish  
Housing: white painted sheet 
steel with plastic cover panel 
(polycarbonate) held by 
galvanised metal frame.

Installation/Mounting  
Tool-free installation onto 
trunking system via external 
turnbuckle mechanism.

Specification  
To specify state:  
Complete 1/2x58W luminaire, 
high frequency ballast, IP60, 
integrated aluminium reflector 
for symmetrical/asymmetrical 
distribution, polycarbonate cover 
panel held by galvanised frame 
for tool-free installation for use 
with trunking system. 
As Thorn Primata II I PC.

Optional Extras Ordering Guide

Industrial Optic Ordering Guide complete fitting – no separate 
luminaire required. T26 (T8) Lamps to be ordered separately.

Description Wt (Kg) SAP Code
Wire Guards
For use with single T26 luminaires
PR2 WG 1x36 1.1 96502838
PR2 WG 1x58 1.5 96502839
For use with twin T26 luminaires
PR2 WG 2x36 1.7 96502840
PR2 WG 2x58 1.9 96502841
For use with single or twin T16 luminaires
PR2 WG 1/2x28/54 1 96502842
PR2 WG 1/2x35/49/80 1.4 96502843

Description Ilcos Code Socket Wt (Kg) SAP Code
Symmetric
PR2 I PC 1x58W HF SYM IP60 FD G13 7.9 96502826
PR2 I PC 2x58W HF SYM IP60 FD G13 8.2 96502828
Asymmetric
PR2 I PC 2x58W HF ASYM IP60 FD G13 7.9 96502829
PR2 I PC 1x58W HF ASYM IP60 FD G13 8.2 96502827

Description Wt (Kg) SAP Code
Spotlight modules
3-phase module 1226 PR2 TM 36 1.2 96502631
3-phase module 1526 PR2 TM 58 1.5 96502671
3-phase module 1175 PR2 TM 28/54 1.1 96502633
3-phase module 1475 PR2 TM 35/49/80 1.4 96502672
Presence detector module PR2 SLDP 0.7 96502673
Fixing kit for other fluorescent fittings PR2 FF 96502667
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